
COOLER REPAIR TAPE

Venture Tape Corp.
30 Commerce Rd., Rockland, MA 02370
Tel 781 331-5900; Fax 781 871-0065

Covering seams in coolers and freezers •	

Can be applied in cold temperatures •	

Mold resistant adhesive •	

Available in natural aluminum and white •	

Applies easily in minutes •	

Permanent solution to unsightly seams•	

1577CW®



Technical Data Sheet 1577CW®

Cooler Repair Tape

Imperial Metric

Thickness 6.0 mils 152.4 µ

Peel Adhesion 55 oz/in 15.6 N/25 mm

Shear Strength >168 hours >168 hours

Tensile Strength 68 lb/in width 306 N/25 mm

Elongation 166% 166%

Temperature Range: -10° F to 248° F -23° C to 120° C

Mold Growth 0 0

Roll Size 4 inches x 15 yd 102 cm x 13.7 m

Technical
Data

Description
Venture’s Cooler Repair Tape is a patented, zero 
permeability, 5-ply, self adhesive material that installs 
quickly and easily with no special tools required. 
Made with our signature cold weather, mold resistant 
acrylic adhesive, Venture Cooler Repair Tape is 
guaranteed to work in the most demanding cold 
conditions.

Available in 4” x 15y rolls in either white or silver 
embossed finishes.

Applications:
Easy and effective solution to unsightly seams in 
coolers and freezers.

Important Information:
The information cited is in good faith and has been established from sources held to be secure and reliable. The values listed are 
typical properties. Users must determine the product suitability for the end use application and assume all risks and liabilities.
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