
 ITEM NO. L W H WEIGHT MATERIAL  PLT QTY EST CAP*

 MATERIAL: High Density Polyethylene

• Chemical and Corrosion resistant
• With UV Inhibitors
• Light Weight
• No Moisture Absorption
• High Tensile Strength
• Non-Toxic
• Non-Staining
• Melting Point: 320° F
• Flash Point: 649° F

BRAMEC EQUIPMENT PAD
REVISIONS

DRAWN 08-2018 DATE: 4-18-2023

 183621 18" 36" 2" 5.5 LBS HDPE 52 648 LBS

 24242 24" 24" 2" 5 LBS HDPE 38 576 LBS

 24362 24" 36" 2" 7 LBS HDPE 38 864 LBS

 30302 30" 30" 2" 11 LBS HDPE 28 900 LBS

 33332 33" 33" 2" 12 LBS HDPE 26 1089 LBS

 36362 36" 36" 2" 14.5 LBS HDPE 25 1296 LBS

 36482 36" 48" 2" 15.5 LBS HDPE 20 1728 LBS

 183633 18" 36" 3" 8 LBS HDPE 34 583 LBS

 24243 24" 24" 3" 6.5 LBS HDPE 26 518 LBS

 24363 24" 36" 3" 9 LBS HDPE 26 777 LBS

 30303 30" 30" 3" 10 LBS HDPE 19 810 LBS

 33333 33" 33" 3" 13 LBS HDPE 17 980 LBS

 36363 36" 36" 3" 17 LBS HDPE 16 1166 LBS

 36483 36" 48" 3" 23 LBS HDPE 13 1555 LBS

ADDED SIZES 06-2019

ADDED TEMPERATURES 10-2023
UPDATED WEIGHTS 04-2023

ADDED CAPACITY 4-2024

* Estimated Weight Capacity is based on weight being distributed evenly across the whole pad surface.


